
· Filters: high capacity MERV12 and medical grade HEPA 99.97%
· High volumetric �ow rate
· Whisper quiet operation
· Built in ON/OFF timer
· Intelligent controls, digital speed control , 
 audible and visual alarms, “Auto�ow” feature*
 * As debris starts accumulating in the filters,  the air flow thourgh
 the unit decreases. The “Autoflow” feature increases  the motor speed
 automatically to increase air flow.

BH1013 HEPA AIR PURIFIER

Quatro reserves the right to modify any specifications, at any time without prior notice.
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Air Flow: Nominal 475 m³/h / 280 CFM
Voltage: 120V (2A) or 230V (1A)
Dimensions: 13"W x 16"D x 29"H / 330mm x 406mm x 737mm
Filtration: MERV12 High capacity filter
 Medical grade HEPA filters 99.97% (down to 0.3 micron)
 Optional: chemical filter (up to 25 lbs/12kg)
Inlet: Adjustable grille
Discharge: Bottom grille
Sound Level: Whisper quiet, 54 dBA
Controls: Remote ON/OFF, communication capabilities,
 audible and visual alarms

3087792
CONFORMS TO:
UL STD 507
CERTIFIED TO:
CSA STD C22.2 NO 113

SUPERIOR AIR QUALITY FOR SMALL INDOOR AREAS
Down flow HEPA air purifier for effective localized filtration.

AIR TECHNOLOGIES INC.

F164 High Capacity FilterF072-GPC Chemical filterF075 HEPA FilterF173 High Capacity Filter

STANDARD FILTER SEQUENCE FOR PARTICLE FILTRATION OPTIONAL FILTER SEQUENCE FOR CHEMICAL FILTRATION
(Replaces F173 Filter)

1-800-626-0664, airpurifiers-r-us.com


