
FILTERS

F074
Medical Grade HEPA

F072-GPC
Chemical Filter

F071
Pleated Pre-filter

SolderPure 560U
SPACE-SAVING WALL MOUNTED SOLDER FUME EXTRACTOR

AIR TECHNOLOGIES INC.

3087792
CONFORMS TO:
UL STD 507
CERTIFIED TO:
CSA STD C22.2 NO 113

Quatro reserves the right to modify any specifications, at any time without prior notice.

· Ideal for low debris generating applications 
· Medium pressure motorized brushless impeller 
· Enhanced mobility with heavy duty lockable casters
· Multi-stage �ltration system: pre-�lter, HEPA and chemical �lter
· Whisper quiet operation
· Optional digital control panel

Air Flow: 510 m³/h / 300 CFM
Motor(s): Motorized impellers, backward inclined, non-overloading 
Voltage: 120V or 230V
Dimensions: 13"W x 16"D x 20"H / 330mm x 406mm x 508mm
Filter Sequence: 2" Pleated pre-filter, 30% ASHRAE (F071)
 2” Medical grade HEPA Filter 99.97% (F074)
 2“ Chemical filter (F072-GPC) 
Optional lnlets: 3”, 4” or dual 3" diameter
Discharge: Recirculation grille
Sound Level: 54 dBA at full speed
Remote Control: Optional

1.800.626.0664, 
airpurifiers-r-us.com


