
AG162
All-In-One
Box Filter

A
3” (75mm) Inlet

AG162
All-In-One
Box Filter

B
1.5” (38mm) Inlet

AG320
Bag Filter

F229 Chemical
F230 HEPA

C
3” (75mm) Inlet

D
1.5” (38mm) Inlet

AG321
Bag Filter

F229 Chemical
F230 HEPA

AVAILABLE CONFIGURATIONS

SPH-Mini
COMPACT FUME EXTRACTOR

AIR TECHNOLOGIES INC.

3087792
CONFORMS TO:
UL STD 507
CERTIFIED TO:
CSA STD C22.2 NO 113

AG320 Bag Filter

F230 HEPA FilterF229 Chemical Filter

AG321 Bag Filter

AG162 Box Filter

Air Flow: 240 m³/h / 141 CFM
Max Pressure:  90" W.C. / 22 kPa
Motor(s): 1 kW High Speed Turbine, CSA/UL approved
Voltage: 120V or 230V units available
Dimensions: 9"W x 9"D x 19"H / 230mm x 230mm x 483mm
lnlets: 1,5” Standard; 3” Optional
Discharge: Recirculation grille
Suction hose: 6 feet (2m) of heavy duty hose & clamps

AVAILABLE FILTERS

3”(75mm)1.5”(38mm)

· Low-profile, light duty compact fume extractor
· Multiple filter arrangement allows for disposable bag,
 HEPA and gas phase filter
· Built in whisper quiet features
· Custom chemical filters available for specific gas phase contaminants
· Autoflow (automatically speeds up as filters get dirty) 
· Digital i-Series control panel
· Resettable circuit breaker protection 
· Digital variable speed control 
· Pressure sensor monitoring filter status 
· Audible alarms for filter and motor status 
· Visual lights for operation, filter and motor status
· Manual on/off switch

 Options Available:
· Interface cable
· Foot pedal switch
· Remote switch
· Capture arms
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1.800.626.0664, airpurifiers-r-us.com


