
STANDARD FILTER

OPTIONAL FILTERS

AG140 Bag FilterF230 HEPA FilterF229 Chemical Filter

AG162 All-In-One

Left to right: SPH-Mini, SPH400 (size reference) and SPH-Mini with optional AA005 capture arm

SPH-Mini
LOW PROFILE, LIGHT DUTY SOLDER FUME EXTRACTOR

AIR TECHNOLOGIES INC.

3087792
CONFORMS TO:
UL STD 507
CERTIFIED TO:
CSA STD C22.2 NO 113

Quatro reserves the right to modify any specifications, at any time without prior notice.

Air Flow: 240 m³/h / 141 CFM
Max Pressure:  90" W.C. / 22 kPa
Motor(s): 1 kW High Speed Turbine, CSA/UL approved
Voltage: 120V or 230V
Dimensions: 9"W x 9"D x 19"H / 230mm x 230mm x 483mm
Filter Sequence: All-in-one disposable cardbox filter (AG162) containing:
 Multi-layered inlet filter pad
 HEPA Filler 99.97%
 General purpose chemical filter 
Options: Bag filter; Source capture arms; Digital control panel
lnlets: 1,5” Standard; 3” Optional
Discharge: Recirculation grille
Sound Level: 56 dBA at full speed
Suction hose: 6 feet (2m) of heavy duty hose & clamps

· Low-pro�le, light duty solder fume extractor
· Multiple �lter arrangement allows for disposable bag,
 HEPA cartridge and gas phase �lter
· Built in whisper quiet features
· Custom chemical �lters can be incorporated to deal with speci�c 
 gas phase contaminants
· Optional digital control panel

AA005 Flexible Arm

1.800.626.0664, 
airpurifiers-r-us.com


